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A B C D E F G H I J

B R O O K S 2 0 14  1/ 2 17  1/ 4 10  1/ 2 12 7 / 8 12 15  1/ 4 10 1 3 / 4

J & R 2 0 14  3 / 4 17 10  1/ 2 12 1 6 15  3 / 8 10  1/ 8 1 3 / 4

U V 2 0 14  3 / 4 17 11 12 1 12 15  3 / 8 10  1/ 8 1 3 / 4

B R O O K S 2 5 15 2 2  1/ 4 12  1/ 4 12 1 12 2 1 3 / 4 11 3 / 4 2

J & R 2 5 15 2 2 12 12 2 6 2 1 3 / 4 11 3 / 4 2

U V 2 5 15 2 2 12 12 1 12 2 1 3 / 4 11 3 / 4 2

B R O O K S 3 5 2 2 3 0 17 12 1 3 / 8 12 2 9  3 / 4 17  1/ 2 2

J & R 3 5  3 / 4 2 2  3 / 4 3 0  1/ 2 17  1/ 2 12 1 1/ 4 6 3 0  5 / 8 17  5 / 8 2

U V 3 5 2 2 3 0 17 12 1 1/ 4 12 3 0  5 / 8 17  5 / 8 2

B R O O K S 4 0 2 8  1/ 2 3 6 2 4 14 1 1/ 2 10 3 5  1/ 4 2 3  3 / 4 2  1/ 2

J & R 4 0  1/ 2 2 8  1/ 2 3 6  1/ 8 2 4  5 / 8 14 1 1/ 2 10 3 5  3 / 8 2 4 3

U V 4 0 2 8  1/ 2 3 6 2 4 14 1 1/ 2 10 3 5  3 / 8 2 4 3

E S B  6

E S B  7
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E S B  1

E S B  3

FILL EXCAVATION AROUND OUTSIDE OF

BOX WITH CONCRETE TO PAVEMENT

SUB GRADE.

SET BOX 1/8"  TO ¼" ABOVE FINISH GRADE

24" MIN. RADIUS FOR ALL

CONDUITS OVER 1" DIA.

6"

6"

PARKWAY INSTALLATION LIGHT TRAFFIC INSTALLATION

GROUT JOINT IF NOT

A TIGHT FIT

CONDUITS SHALL NOT

BE INSTALLED IN

UPPER KNOCK-OUTS

PLUG OR CAP

ALL CONDUITS

POLYMER

1" Min.

TYPICAL TOP VIEW

12" Max.

BASE TO BE COMPACTED TO 85%

Pullbox

12"

Max.

¾" CRUSHED ROCK

*ALL CONDUITS SHALL BE GROUP
WITHIN 12" OF ONE END BOX.

12"

MAX.


